
Scanvo Trucks Danmark A/S
Hårup Skovvej 7, Hårup
8600 Silkeborg

Sælger
Salgsafdeling
salg@scanvo.dk
+45 8724 4370
+45 3046 2148 / +45 2498 2148 

Type Truck
Aksel 8x4
Stand As new

Model year 2023
Reg. date 04-07-2023
Latest inspection 22-01-2024
Ref. no. 10961-101

Hp 530
Km 30000
Gear box Aut shift 12 trins TraXon
EURO type 6
Number of tanks 1
Litre of tank 430
PTO engine
Adblue litre of tank 45
Without clutch pedal

Air-coupling Duromatic
Trailer hitch
Manufacturer VBG 795 - 57 mm
V "KN air" 75
Coupling height mm ca 800

Basis

Registration

Engine and transmission

Coupling 

Cab type Day cab
Radio 
Navigation

Warninglight
Color Siver metalic
LED front light

Wheelbase mm 5000
Toolbox
Total length mm 9000
Hydraulic 2.

% remaining 80 
Dimensions
385/65R22,5 - 385/65R22,5 - 
315/80R22,5 - 315/80R22,5

Disc brake
ABS
Engine brake MX engiebreak

Cab

Fahrhaus ausen

Chassis

Tyres

Brakes

Loading capacity kg 16815
Overall weight kg 35000
Tare weight kg 18185

Wire 
Make HMF
Type TF324
Looserun
3 way tilt
Air to the aut. tailgate
Stop mm 5400 + 5700
Max box mm xx
Year 2023

Make HMF 
Double Piping
Type 3220K6

Weight

Hoist

Crane

DAF CF 530 FAD 8x4, Container system/crane

Beskrivelse
DAF CF 530 8x4 completely built: HMF 3220 K6 crane, Hema 700 ltr. grab, HMF wire hoist and pendant loader 

HMF 3220 K6 RCS -- 6 hydraulic extensions - Reach 16.7 meters / Lifting capacity 1,330 kg 
Rotor incl. outlet for grab - Scanreco radio control - Remote control leg 
Hema CGS90- 700 earth grab with removable end caps 

HMF TF324 wire hoist with 3-way tip - 24 ton hauling capacity - Air outlet for auto tailgate + Hydraulics for pendulum side - Joystick 
operated from cab 
Extra hydraulic stop - Stop measures 5,400 mm + 5,700 mm 
Pull-out bumper 600mm - Hydraulic pressure and return - 57 mm VBG air-operated pull 

Belonging to: 
HMF HLK with hydraulic pendulum side - Interior. dimensions L: 6,230mm - W: 2,480mm -H: 1,000mm - Fixed right side - Air 
controlled aut tailgate - Swedish tailgate top and right hinged included - Metallized base + uprights - Possibility of driving with shipping 
container - Hardox 450 bottom 5mm - 1,000 etc. sides and starters 

Construction details: 
Closed between axles - Aluminum-alloyed horizontal door over sides and between hoist frame - Tool cabinet with drawers - Chain 
boxes with lid between 3rd and 4th axle 



- open magazine above tool cabinet - Broom and shovel bracket - - MXN camera mounted under the draw, picture above radio screen - 
24 v Nato plug - Flash on front and rear - Rotor light on roof - 9 x work lights 

Contact Scanvo +45 87244370 or via email salg@scanvo.dk 

See more transport solutions at www.scanvo.dk

 



 

 



 

 



 



 




